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STRONG 2D 420
CONTRA-BLEND MIXER

Patented counter-rotating paddle blade design provides for
fast and thorough mixing of materials with minimal degra-
dation of light-weight aggregates.

Driven by a 3Hp., 240 VAC, 3 Phase 60 Hz. Electric Gear
Motor.

12 cubic foot batch capacity.

Rubber-lined mixer interior provides optimum resistance to
abrasion.

Ribbon blade design of mixing paddles promotes air entrain-
ment to maximize material yield.

A steel protective grate covers the mixer ensuring operator
safety. An electrical sensor on the grate prevents mixer oper-
ation when the grate is not in place.

A manual water meter with numeric display allows precise
allocation of water to each material batch.

Machine clean-up is easy with a faucet located on the incom-
ing water supply.
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STRONG #80 OPEN THROAT
PROGRESSIVE CAVITY PUMP

A chrome plated, steel helical rotor turns within a rubber
lined stator to pump wet material slurries at pressures in
excess of 350 psi.

The standard output of 30 GPM can be factory customized
for special applications.

Driven by a 7 1/2 Hp, 240 VAC, 3 Phase, 60 Hz Electric Gear
Motor.

Reversable pump allows reduction of hose pressure in the
event of a hose blockage.

Standard pumps are fed by a 14 cubic foot wet material
holding hopper that can accommodate high yield mixes.

A steel sub-grate inside the hopper allows operator access
without exposure to the pump’s rotating components.
Holding hopper is easily emptied without pump operation
via a trap door on the bottom of the pump.
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